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TECHNICAL STANDARDS PRIMO PLUS SEE 

Type of floor covering EN ISO 10581 Homogeneous vinyl flooring

Classification EN ISO 10874 Commercial: 34

Certification EN 14041  Yes

Total thickness EN ISO 24346  2.0 mm

Wear layer thickness EN ISO 24340  2.0 mm

Total weight EN ISO 23997  3200 g/m²

Binder content EN ISO 10581  Type II

Surface treatment  PUR

Dimensions EN ISO 24341
Roll: length - 23 m

     width - 2 m

Residual indentation EN ISO 24343-1  requirement ≤ 0.10 mm

Dimensional stability EN ISO 23999  ≤ 0.40 % for rolls

Flexibility ISO 24344, Method A no cracking

Effect of castor chair ISO 4918 No damage: delamination, seam divergence, cracking

Colour fastness to artificial light ISO 105-BO2, Method 3a ≥ level 7

Chemical resistance EN ISO 26987 Excellent

Bacteria resistance ISO 846 Part C Excellent

Total VOC emissions ISO 16000-6 ≤ 10 μg/m3 (after 28 days)

EN ISO 9239-1 ≥ 8 kW/m2

EN ISO 13501-1 Class Bfl s1

EN ISO 11925-2 Pass

Static electrical charge EN 1815 < 2 kV

DIN 51130 R9

EN 13893 ≥ 0.3

Average value: ≥ 240 N/50 mm

Individual values: ≥ 180 N/50 mm

Thermal conductivity EN 12667 0.01 m2 K/W

Underfloor heating Suitable - max. 26°C

Colours 4

 

Reaction to fire

Slip resistance

DISCTINCTIVE FEATURES

CLASSIFICATION

CHARACTERISTICS

TECHNICAL PERFORMANCES

SERBIA: Tarkett SEE, Industrijska zona 8, 21400 Bačka Palanka, Phone: +381 21 7557 649, Fax: +381 21 750 133, www.tarkett.rs ROMANIA: 

Tarkett SEE, Willbrook Platinum Business & Convention Center, 172-176 Bucharest - Ploiest Road, Building “A”, 3rd floor, 013697 Bucharest,  

Sector 1 Romania, Phone: +40 21 224 0124, www.tarkett.ro BULGARIA: 23A Dragan Tsankov Blvd., office building Tetrix, floor 1, office 7, Sofia, 

Phone: +359 2 986 7988, www.tarkett.bg CROATIA: Tarkett SEE, Buzinski prilaz 10, 10 000 Zagreb, Phone: +385 98 385 194, www.tarkett.hr 

BOSNIA AND HERZEGOVINA: Tarkett SEE, Džemala Bijedića 279 b, Naselje Bulevar, 71000 Sarajevo, Phone: +387 66 808 446, www.tarkett.ba

Seam strength EN 684

The above information is subject to modifications for the benefit of further improvement. 

For more detailed technical information, please contact Tarkett.

Producer: AO “TARKETT” 446300, Samara region, Otradny, 1 Prospect, Promyshlennaya zona-1, Russia. Tel.: +7 (84661) 35 100, E-mail: 

AO.TARKETT@tarkett.com  


